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ASME B16.11-2011(Revision of ASME B16.11-2009)
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Dimensions-ifi Millimeters. Dimensions in Millimeters.
Socket Weldihg .~ “Threaded

Nom. o)/ ';’/1 Nom. Leng??h read.

DN | Pipe | B® AR W e J DN | Pipe SMN\ A G H
Size (Avg) | (Min) J [ (Min) | (Min) Size }gggf M (Min)
3000Lb 2000Lb

- L 6 1/8 6.4 6.7 21 3.18 22
6 1/8 | 10.8 | 3.18 | 3.18 | 6.9 11.0 | .2.41 8.5 3 174 8.1 10.2 271 318 55
8 1/4 | 14.2 | 3.78 | 3130 | 9.3 11.0 | 3.02 | 9.5 10 3/8 9.1 10.4 125 3.18 25
10| 38 | 17.6 | 401 | 350 | 126 | 135 | 320 | 9.5 15 w2 | 109 | 136 | 28 | 318 | 33
) 3/4 127 13.9 33 3.18 38
15| 1/2 | 21.8 | 467 | 409 | 158 | 155 | 373 | 9.5 25 7 147 17 3 35 368 76

20| 3/4 | 27.2 | 490 | 4.27 | 21.0 | 19.0 | 3.91 | 12.5 32 1-1/4 17.0 18.0 4 3.89 56

e 1-1/2 17.8 18.4 51 4.01 62
25| 1 339 | 569 | 4.98 | 26.7 | 22.5 | 4.55/| \12:5 50" > 79.0 792 1 80 227 =5

32 |1-1/4)| 42.7 | 6.07 | 5,28 | 35.1 | 27.0 | 4.85 | 12.5 65 2-1/2 23.6 28.9 76 5.61 92

40 | 1-172| 488 | 6.35\| 564 | 40.9 | 32.0 || 5.08.| 125 | |2805-1 3V} 259 | 305[] Je6 | 599 | 109

100 4 27.7 33.0 106 6.55 146

50| 2 61.2 | 6.93 [,6.04 | 52.5 | 38.0 | 5.54 | 16:2:| ZpoaLh

65 |2-172| 73.9 | 8.76 | %67 1.627 | 41.0 | 7.01 | 16.0 6 178 6.4 6.7 27 3.18 22
8 1/4 811 70.2 25 3.30 25

: .52 £ 78. T, 7.62 | 16.
I 995 | 9.52 | 8. | 'GOYWPLO | 7.62 | 16.0 10 | 3/ 91 1074 28 3.51 33
100 4 |115.2|10.69| 9.35 }.102.3| 66:6| 856 | 19.0 18 1 AR 1097 | 436 33 4.09 38
6000Lb 1A /7] 27 ¥ 13.9 38 4.32 46
6| 178 | 108|396 | 343 | 40 110 [345] 95 25 L~ 147 | 17.3 44 4.98 56

_32—+"1-1/4 |-17.0 16.0 51 5.08 62

8| 174 | 142 | 460 | 407 | 6.4 | 13.53.68 | 9.5 0 | 1472 | 17.8 18.4 50 5.56 75

10| 3/8 | 17.6 | 5,03 | 437 | 9.2 | 155 | 401 | 95 =50 2 19.0 19.2 64 7.14 84

15| 1/2 | 21.8 | 597 | 518 | 11.8 | 19.0 | 4.78 | 9.5 65 2-1/2 23.6 28.9 83 7.65 102

20| 34 | 27.2] 696 | 6.04 | 156 | 225 | 556 | 125 80 3 259 | 305 95 8.84 121

25| 1 | 339|792 693|207 | 270|635 125| L4 1 277 | 330 | 1714 | 1118 | 192

32 |1-1/4| 427 | 792 | 6.93 | 295 | 320 | 6.35 | 125 6 778 6.4 i 75 535 55

40 [ 1-1/2| 488 | 892 | 7.80 | 34.0 | 380 | 7.14 | 12.5 8 1/4 8.1 10.2 28 6.60 33
50| 2 |61.2]1092| 950 | 429 | 41.0| 874 | 16.0 10 3/8 9.1 10.4 33 6.98 38

9000Lb 15 1/2 10.9 13.6 38 8.15 46

20 3/4 12775 13.9 44 8.53 56

20| 3/4 | 272 | 9.78 | 856 | 11.1 | 285 | 7.82 | 12.5 32 1-1/4 17.0 18.0 60 10.59 75

25| 1 |339|171.38|9.96| 152 | 320 | 9.09 | 125 40 | 1-1/2 | 17.8 18.4 64 11.07 84

32 [1-1/4| 42.7 [ 12.14] 1062 228 | 350 | 9.70 | 125 20 2 19.0 | 19.2 83 | 12.09 | 102

65 | 2-1/2 23.6 28.9 95 156.29 121

50| 2 | 61.2|13.84|12.12| 38.2 | 54.0 | 11.07| 16.0 100 4 27.7 33.0 114 18.67 152

(1)  Average of socket Wall Thickness around periphery shall be no Dimension B is minimum length of perfect thread. The length of

less than listed values.  The minimum values are permitted in useful thread (B plus threads with fully formed roots and flat
localized areas. crests) shall not be less than L2 (effective length of external
(2) Tolerance see page 18. thread) required by American National Standard for pipe

1 1 threads (ANSI/ ASME B1.20.1) .



